JMED TO RUN IN
DIRECTION.

155"

CONSTRUCTION DETAILS

EXISTING STOP SIGN TO BE REMOVED.
INSTALL MICRO-LOOP PROBE DETECTORS WITH 500 FT. LEAD-IN.
INSTALL 6'x30° LOOP DETECTOR IN 1/4—INCH FLEXIBLE PVC TUBING (3-6-3 TURNS).

INSTALL 1-INCH LIQUID TIGHT FLEXIBLE NON-METALLIC CONDUIT
AND FITTING (DETECTOR WIRE SLEEVE).

USE EXISTING HANDHOLE.

INSTALL HANDHOLE.

INSTALL 2—-INCH POLYVINYL CHLORIDE ELECTRICAL CONDUIT SCHEDULE 80 — TRENCHED.
INSTALL 3—INCH POLYVINYL CHLORIDE ELECTRICAL CONDUIT SCHEDULE 80 — BORED.

INSTALL 4-INCH POLYVINYL CHLORIDE ELECTRICAL CONDUIT SCHEDULE 80 — TRENCHED.

AP e SN

DDOOE O e

REMOVE EXISTING SIGNAL POLE. MAST ARM, FOUNDATICN, AND EXISTING SIGNAL HEADS.

INSTALL ONE 27 FOOT STEEL POLE WITH 30 FOCT MAST ARMs, SIGNS. SIGNAL HEADSs AND
FOUR ANCHOR BOLTS IN SIZES OF 1-1/2"x60"”. INCLUDE ONE 3-~INCH SCHEDULE 80 90 DEGREE BEND.

INSTALL NEW TRAFFIC SIGNALS, SIGNS AND REMOVE EXISTING SIGNAL HEADS FROM MAST ARM.

WOoaDs

NOTE:

PROPOSED STGNAL HEADS

ALL EXISTING SIGNAL HEADS
ARE TO BE REMOVED. .- 3,6,7,
SIGNALS 1-11 ARE PROPOSED. ’ 8,9,10 i
’]2”’/8” 8!/
127 104
STGNS
14,17
13

LEFT TURN

&= | YNN BURKE " YIELD

4 | vnn Burke Rd
W3—3 36“x36"

W/NEW PANEL 12%x24"
D-3(2) 72"x12"

18
© EXl
LYNN BURKE RD * MAgLﬁ
D3(2) ——
168" ¥ Van _#_
30"x517

ON GREEN

D32
168" X Var, .
R10-12 Lynn Burke Rd =P
36"x42"
W3—-3 36"x36"
50 W/NEW PANEL 127x24"
19 I I
D-3(2) 72"x12
[ WEST] 1§‘
F ONLY 21+25

R3-5L Fingerboard RP

'M3-4 30"x15" 30"x36" D3(2) :
M1-5 36:X36: 16" X Var.
Me=1 30724 (DUAL -FACED)

NEMA PHASING

PHASING NOTES:

A
)
N

FLASHING
OPERATION

. PHASES ASSOCIATED BY A DASHED LINE
MAY /WILL OPERATE CONCURRENTLY.

2. PHASES ASSOCIATED BY A SOLID LINE
WILL NOT OPERATE CONCURRENTLY.

Fingerboard Rd

W3-3 36"x36"
W/NEW PANEL 12"x24"
D-3(2) 72"x12"

55

T
80
—

M3~4 24"x12"
M1-5 24"x24"
M6—1 21"x15"

24

[EasT)|
[

| 80

48"x75"

SIGNS 13 & 16 ARE EXISTING.

—————

~ _ 335 - -2 =
EH—% 365’
¥
12 | - - L L L L L . L L L T T T T T T T T o A o T T T o
®,_>;:.G<i§:;_ :::—:_d_g _______ d ___E;_—RA:SS:x:::::::w
£ g c PROPOSED TELEPHONE FEED

R.O.W.

CONSTRUCTION DETAILS CONT. i

INSTALL 155" OF 2-INCH PV;&
ELECTRICAL CONDUIT
SCHEDULE 80 — TRENCHED.

LEGEND OF UNDERGROUND
AND OVERHEAD UTILITIES

AERTAL CABLE A
ELECTRIC E
TELEPHONE T
GAS G
SEWER S
WATER W
CABLE TV TV

CAP AND ABANDON EXISTING CONDUIT. N
(N INSTALL W3-3 SIGN (36" x36”), D-3(2) SIGN (72" XL2”)”WI{§ibQ¥q§

D95-25 (NEW) PANEL (24" x24”) AND FLAGS ON TWO 4" x6” TREATED ~Tommmoe —

WOOD POSTS. REMOVE EXISTING W2-2 (INTERSECTION AHEAD) SIGN. @
EXISTING POLE MOUNTED CABINET TO BE REMOVED. r
(P INSTALL PERMANENT PREFORMED HEAT APPLIED THERMOPLASTIC PAVEMENT MARKING ARROW.
(@) INSTALL BASE MOUNTED CABINET AND CONTROLLER WITH ALL NECESSARY EQUIPMENT. gﬁ ;% o
EXISTING PAVEMENT MARKING LETTER OR ARROW TO BE REMOVED. Z o — E_-J
(S)  INSTALL 24-INCH PERMANENT PREFORMED HEAT APPLIED THERMOPLASTIC STOP LINE. SE — B: =
USE EXISTING CONDUIT. - O E)J
(U) EXISTING STOP LINE TO BE REMOVED. ES 8%
EXISTING PAVEMENT MARKINGS TO BE REMOVED.
W INSTALL ONE POLE EXTENSION. 15 FOOT LIGHTING BRACKET ARM,
X REMOVE EXISTING PAVEMENT MARKING. INSTALL SOLID WHITE LINE AND
(Y) INSTALL 3— INCH POLYVINLY CHORIDE ELECTRICAL CONDUIT SCHEDULE 80 - TRENCHED.
INSTALL GROUND MOUNTED SHIELD ASSEMBLY SIGNS. BA]| BRUDI?unfuﬁ?fsognlsﬁ&%é INC.

9220 RUMSEY ROAD: SUITE 210
COLUMBIA. MARYLAND 21045
(410)-884-3607

GREEN

OVERHEAD LINE HEIGHTS AT “A”

VALLEY SHOPPING CENTER

GENERAL NOTES:

——

———
———

—— T T e

—_—

TO MD 27

R.0. V. 2. 0. W.—] SIGNS 12,14,15,17-25 ARE PROPOSED.
GRASS
’ PE F92-A " ///JC)
g D/W | A e
GRAVEL SHOULDER o1 A S T s
—————————————————————————————————————— G T T T e

— L T e e
S —_—
— —— T

INSTALL 155" OF 2-INCH ;323
ELECTRICAL CONDUIT SCHEDULE 80 — TRENCHED.

/ T —

PRIMARY 42°-0" 1. LOOP DETECTORS., CONDUIT. AND MICROLOOP PROBES SHALL BE INSTALLED BEFORE
PRIMARY 36 10 PAVEMENT MARKINGS
PRIMARY 30" -6 ' |
2ESONDARY 23,79 2. THE CONTRACTOR SHALL CONFIRM ALL GEOMETRICS PRIOR TO THE INSTALLATION OF
SIGNAL EQUIPMENT.
OVERHEAD LINE HEIGHTS AT “B” 3. PAVEMENT MARKINGS DETAILED ARE PROPOSED AND ARE TO BE INSTALLED BY THE
SRIMARY PR CONTRACTOR IN ACCORDANCE WITH S.H.A. STANDARDS.
/ I
CRIMARY 3519, 4. ALL SIGNAL EQUIPMENT SHALL BE INSTALLED TO FINAL GRADE.
EEONBARY g?f:gﬂ 5. THIS IS A REVISION OF THE EXISTING INTERSECTION CONTROL BEACON INSTALLED IN
S 1988 UNDER CONTRACT NO.: F-185-451-785.
REVISIONS APPROVALS —
| F MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
— - ») Office of Traffic & Safety
TEAM LEADER,, TRAFFIC ENGI N DIVISION L
\\\§5 \?/ TRAFFIC ENGINEERING DESIGN DIVISION
REVISION - I [ l | [ ASST. CHIEF &{E&)E QNG DESIGN DIVISION M D 8 O ( F I N G E R B O A R D R O A D )
' ® L‘}SEH,QSE .f;g(’?o A FULL ACTUATED TRAFFIC Q\ /%\ A N D L Y N N B U R K E R O A D
- U S/ | QWi — -
JAG 477/ ('fﬂ*,f CHIEF, TRAFFIC ENGINEERING DESISN_ DIVISION DRAWN BY: WUN (STS) F.A.P. NO. TS NO.
e — T RELOCATE TWIN MAST ARM DUE TO CHECKED BY:___ RRZ (STS) S.H.A. NO. F-185-45/-785 2453 SHEET NO.
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DIRECTOR, TRAFFIC & SAFETY \DAT& 4/8/88 LOG MILE: !OO_O_BO_I Al DSOT | : OF 2

T




